
SHADOW OF DOUBT - STAGE PLOT
Using Band Provided IEM System with Splitter Snake

Pete

Bass Amp 

Gtr Amp Left

Band Controlled In-Ear Monitor Mixer Inputs with Fan-tail/Splitter Snake (Band Provides)
Drums are Triggered Electronic Kit with Left and Right XLR Outputs on Mackie 1000w

     (Roland TD 15 connected to 2 Mackie 1000W Powered Speakers)

Channel 1 Vocal Left (Mike) Need Vocal Mic & Stand
Channel 2 Guitar Amp Left (Mike) Need Guitar Amp Mic
Channel 3 Vocal Center (Jim) Need Vocal Mic & Stand
Channel 4 Guitar Amp Center (Jim) Need Guitar Amp Mic
Channel 5 Vocal Right (Jon) Need Vocal Mic & Stand
Channel 6 Bass Right (Jon) Need XLR Direct
Channel 7 Keys R (Pete) Need XLR (Have Stereo DI Box) Pan Hard Right
Channel 8 Keys L (Pete) Need XLR (Have Stereo DI Box) Pan Hard Left
Channel 9 Drums Right (Jack) XLR Needed Pan Hard Right
Channel 10 Drums Left (Jack) XLR Needed Pan Hard Right

(Monitors typically not needed when using band controlled EIM’s)
Monitor Mix 1 All Vocals & Keys  
Monitor Mix 2 All Vocals & Keys
Monitor Mix 3 All Vocals & Keys

For Stage Plot Questions call: Pete Algotson 440-343-6360
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